
Tungsten halogen lamps, specification

1

Quantum Design GmbH 
Im Tiefen See 58 
D-64293 Darmstadt 

Jörg Tobisch : +49 6151 8806 50 
tobisch@qd-europe.com  
Find your local contact at www.qd-europe.com

Ordering information

Part 
number

Wattage 
[W]

DC 
voltage 

[V]

Current 1) 
[A]

Flux 
[lumen]

Filament size 
[mm]

Color 
temperature 

[K] 2)

Permissable 
burning 

position 3)

Average 
life [h] 4)

Dimensions [mm]

Ø l a

LSB110/5 10 6 1.7 200 0.65 x 1.7 3050 0 - 90° 100 9,5 30 19,5

LSB111/5 20 6 3.3 450 0.8 x 2.3 3150 0 - 90° 100 9,5 30 19,5

LSB114/5 50 12 4.2 1600 1.6 x 3.3 3300 0 - 90° 50 11,5 44 30

LSB116/5 100 12 8.3 2800 2.7 x 4.7 3200 0 - 90° 2000 11,5 44 30

LSB117/5 100 12 8.3 3600 2.3 x 4.2 3300 0 - 90° 50 11,5 44 30

LSB121/5 150 15 10.0 5600 3.0 x 4.8 3300 0 - 90° 50 11,5 44 30

LSB123/5 250 24 10.5 10000 3.5 x 7.0 3300 0 - 90° 50 13,5 55 33

LSB124/2 300 24 12.5 10200 4.5 x 6.2 3400 0 - 90° 50 14 55 33

LSB125/2 400 36 11.1 16000 4.9 x 9.3 3400 0 - 90° 50 15 60 36

LSB126/2 600 120 5.0 16500 4.0 x 17 3200 any 75 95 48

LSB127/2 1000 120 8.3 28000 5.0 x 23 3200 any 150 95 48
1) Lamps are constant voltage lamps, so the individual current may be higher or lower
2) Typical value
3) 0° refers to the position of the lamp in the figure above.
4) For operation in QD-housings
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